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‘The Factory Behind the Product”’ 


The Kayline Company 


Designers and Manufacturers of 


‘‘Distinctive Lighting Decorations’’ 


600 Huron Road, Cleveland, Ohio, U.S. A. 


K NOLAN 


Introduction 


ITHIN these pages is found the pictured story of the highest 
modern development in the field of commercial illumination. 
From every conceivable angle the Kayline-Radiant Units 
far excel anything that has heretofore been attempted. The follow- 
ing paragraphs are offered in substantiation of these statements. 


Design 


Conceived through the demands for perfectly matched fixtures of 
various styles using the several standard size lamps, the line grew 
from the plain types to the ornamental ball lamp types. Within the 
many styles and sizes is found a unit for nearly every outlet of a 
nature requiring efficient light. 


The great gap in standard catalog equipment is closed by the 
ornamental ring designs found herein. Architects and dealers now 
have stock fixtures that can be specified and installed with satisfac- 
tion in the best of locations that cannot afford special equipment. 


The Classic ornament applied to these designs is definite enough 
for the most exacting schemes, yet of a character that allows general 
usage in keeping with the average interior decoration. Where re- 
quired, all of the decorative types can be furnished in the Gothic 
or the Romanesque styles by specifying same. 


Most other glass shapes are made for use with a ceiling hanger 
in which a two-piece receptacle is necessary. This limits the depth 
of the glass shape and allows the design to be built only within 
these limitations in order to obtain proper lamp filament position. 


Long, graceful, curves that make up the Kayline-Radiant globe 
are designed in proper ratio as a ceiling ornament, using the ceiling 
as a base for the design. Recognition of this beauty value has already 
been received from nationally known interior decorators and archi- 
tects who are specifying the Kayline-Radiant Unit. 
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Efficiency 


These same long curves in the glass are responsible for the greatest 
feature of the units—the highest degree of efficiency ever attained in 
an enclosing globe. Photometric readings of all five sizes give an 
average of 90% light output which is greater than that attained 
through the highest grades of double or triple cased glass or pris- 
matic glass. 

In each size the distribution of light output is general. No shadows 
will be found directly above the unit whether suspended from or 
close to the ceiling. No shadows appear on the glass itself because 
of its smooth planes. No shadows are cast even from the ornamental 
ring because of the equal distribution, yet in each test, an increase 
beneath the unit over the bare lamp in candle power is found on the 
bottom plane. In some sizes this increase is as high as 6% while at 
the same time allowing general distribution of light. 

It can therefore be seen that while efficient light is flooded directly 
beneath the unit, plenty of light is provided in all directions, par- 
ticularly upward, bringing out the height of the location where used 
as well as taking away the usual ceiling shadows. 

Because of the perfection of the Radiant glass mixture, unusual 
color matching qualities are possible with the units, especially when 
used with the daylight lamps. 


Construction 


Years of experience, particularly in meeting the exact specifications 
of government work in this field, offers an unusual guarantee to the 
workmanship. All designs are in reasonable weight. Individual 
parts are most securely assembled. All ornament is worked in cast 
bronze metal to allow sharp detail as well as permanent Gold Bank 
Bronze finish. Heavy gauge metal is used for the spun parts. 


Utility 
It is easily evident from the following designs, how wide an applica- 
tion can be made with them. Some of the most recent installations 
include banks, hotels, churches, schools, department stores, auto 
show rooms, auditoriums, public buildings, etc. There is hardly a 


place where efficiency is required that cannot be satisfactorily lighted 
with a Kayline-Radiant unit. 





The Kayline-Radiant Unit 


Graceful curves, shadowless planes and highest efficiency are the qualities of 
this globe. The above picture shows the beauty of form, while on the opposite 
page is found a reproduction of photometric reading of the 14” size. Average 
efficiency for all five sizes is 90°. When the globe is lighted, the equal distribu- 
tion allows no shadows either on the glass or over the area where used. 

In all tests the Kayline-Radiant Unit far excels any modern method of 
general commercial illumination in efficiency, beauty and utility. 
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ELECTRICAL TESTING LABORATORIES 
New York. N. Y. 
REPORT No. 45404 ORDER No. 35273-S PLATE No. 18928) 


CANDLEPOWER DISTRIBUTION 
14 x 6 INCH KAYLINE-RADIANT NO. 5728* 


Rendered to THE KAYLINE COMPANY 
No. Submitted - One 
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LUMINAIRE BRIGHTNESS EE 
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Plain Pendant Type 


No. 
L-0100 
L-0101 
L-0102 
L-0103 
L-0104 


Standard Finish—No. 279 Gold Bank Bronze. 
Standard Length—42 inches. 


Plain Glass 


Globe 
8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 


100 
200 
300 
300 
500 








Plain Ceiling Type 
Plain Glass 


No. Globe Watts Length 
C-0105 8 inches 100 131% inches 
C-0106 12 inches 200 16 inches 
C-0107 14 inches 300 161% inches 
C-0108 16 inches 300 161% inches 
C-0109 18 inches 500 17 inches 


Standard Finish—No. 279 Gold Bank Bronze. 


No. 
L-0110 
L-0111 
L-0112 
L-0113 
L-0114 





Plain Pendant Type 


Decorated Glass Embossed Etched Glass 
Globe Watts No. Globe Watts 
8 inches 100 L-0120 8 inches 100 
12 inches 200 L-0121 12 inches 200 
14 inches 300 L20122 14 inches 300 
16 inches 300 L-0123 16 inches 300 
18 inches 500 L-0124 18 inches 500 


Standard Finish—No. 279 Gold Bank Bronze. 


Length—42 inches over all. 
Color of Decoration and Etching—Gray 





No. 
C-0115 
C-0116 
C-0117 
C-0118 
C-0119 








Plain Ceiling Type 
Embossed Etched Glass 


Decorated Glass 


Globe 

8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 


100 
200 
300 
300 
500 


Standard Finish—No. 279 Gold Bank Bronze. 
Color of Decoration and Etching—Gray 


Length 
161% inches 
19 inches 
191% inches 
191% inches 
20 inches 


No. 
C-0125 
C-0126 
C-0127 
C-0128 
C-0129 


Globe 

8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 
100 
200 
300 
300 
500 


Length 
161% inches 
19 inches 
191% inches 
191% inches 
20 + imches 





Decorated Pendant Type 
Plain Glass 


No. Globe Watts 
L-0200 8 inches 100 
L-0201 12 inches 200 
L-0202 14 inches 300 
L-0203 16 inches 300 
L-0204 18 inches 500 


Standard Finish—No. 279 Gold Bank Bronze. 
Length—42 inches over all. 





No. 
C-0205 
C-0206 
C-0207 
C-0208 
C-0209 





Decorated Ceiling Type 
Plain Glass 


Globe 
8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 
100 
200 
300 
300 
500 


Length 
161% inches 
19 inches 
191% inches 
1914 inches 
20 inches 


Standard Finish—No. 279 Gold Bank Bronze. 


No. 
L-0210 
L-0211 
L-0212 
L-0213 
L-0214 


Decorated Pendant Type 
Embossed Etched Glass 


Decorated Glass 


Globe 

8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 
100 
200 
300 
300 
500 





No. 
L-0220 
L-0221 
L-0222 
L-0223 
L-0224 


Globe 
8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Standard Finish—No. 279 Gold Bank Bronze. 


Length—42 inches over all. 
Color of Decoration and Etching—Gray 
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No. 
C-0215 
C-0216 
C-0217 
C-0218 
C-0219 





Decorated Glass 


Globe 
8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 
100 
200 
300 
300 
500 


Standard Finish—No. 279 Gold Bank Bronze. 
Color of Decoration and Etching—Gray 


Length 
161% inches 
19 inches 
1914 inches 
191% inches 
20 inches 


Decorated Ceiling Type 


Embossed Etched Glass 


No. 


C-0225 


C-0226 
C-0227 
C-0228 
C-0229 


Globe 
8 inches 
12 inches 
14 inches 
16 inches 
18 inches 


Watts 
100 
200 
300 
300 
500 


Length 
161% inches 
19 inches 
191% inches 
1914 inches 
20 inches 





Ornamental Ring Type 


Plain Glass 


No. Globe Watts Spread 


L-0230 12 inches 200 20 inches 
L-0231 14 inches 300 22 inches 
L-0232 18 inches 500 26 inches 


Finish—No. 279 Gold Bank Bronze. 


Length—4?2 inches over all. 
All Castings of Bronze Metal 








Ornamental Ring Type 


Plain Glass 


lal No. Globe Watts Spread Length 

Wt C-0233 12inches 200 20inches 19 _ inches 
MJ C-0234 14inches 300 22 inches 191% inches 
i C-0235 18inches 500 26inches 20 _ inches 


Finish—No. 279 Gold Bank Bronze. 
1 All Castings of Bronze Metal 











Ornamental Ring Type 


Decorated Glass 


No. Globe Watts Spread 
L-0236 12 inches 200 20 inches 
L-0237 14 inches 300 22 inches 
L-0238 18 inches 500 26 inches 


Embossed Etched Glass 


L-0242 12 inches 200 20 inches 
L-0243 14 inches 300 22 inches 
L-0244 18 inches 500 26 inches 
Finish—No. 279 Gold Bank Bronze. 
Length—42 inches over all. 
All Castings of Bronze Metal 
Color of Decoration and Etching—Gray 






































Ornamental Ring Type 


Decorated Glass 


No. Globe Watts Spread Length 
C-0239 12inches 200 20inches 19 inches 
C-0240 14inches 300 22inches 191% inches 
C-0241 18inches 500 26inches 20 _ inches 


Embossed Etched Glass 


C-0245 12inches 200 20inches 19 _ inches 
C-0246 14inches 300 22inches 19!% inches 
C-0247. 18inches 500 26inches 20 _ inches 


Finish—No. 279 Gold Bank Bronze. 
All Castings of Bronze Metal 
Color of Decoration and Etching—Gray 





Ball Lamp Ring Type 
Plain Glass 


No. Globe Watts Spread 
L-0248 12 inches 200 20 inches 
L-0249 14 inches 300 22 inches 
L-0250 18 inches 500 26 inches 
Finish—No. 279 Gold Bank Bronze. 

Length—42 inches over all. 
All Castings of Bronze Metal 
































Ball Lamp Ring Type 
Plain Glass 


No. Globe Watts Spread Length 
C-0251 12inches 200 20inches 19 _ inches 
C-0252 14inches 300 22inches 191% inches 
C-0253 18inches 500 26inches 20 _ inches 

Finish—No. 279 Gold Bank Bronze. 
All Castings of Bronze Metal 





Ball Lamp Ring Type 
Decorated Glass 


No. Globe Watts Spread 
L-0254 12 inches 200 20 inches 
L-0255 14 inches 300 22 inches 
L-0256 18 inches 500 26 inches 


Embossed Etched Glass 


L-0260 12 inches 200 20 inches 
L-0261 14 inches 300 22 inches 
L-0262 18 inches 500 26 inches 
Finish—No. 279 Gold Bank Bronze. 
Length—42 inches over all. 
All Castings of Bronze Metal 
Color of Decoration and Etching—Gray 
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Ball Lamp Ring Type 
Decorated Glass 


No. Globe Watts Spread Length 
C-0257. 12inches 200 20inches 19 _ inches 
C-0258 14inches 300 22inches 191% inches 
C-0259 18inches 500 26inches 20 _ inches 


Embossed Etched Glass 


C-0263 12inches 200 20inches 19 inches 
C-0264 14inches 300 22inches 19!% inches 
C-0265 18inches 500 26inches 20 _ inches 
Finish—No. 279 Gold Bank Bronze. 
All Castings of Bronze Metal 
Color of Decoration and Etching—Gray 














Plain Bracket Type 


Decorated Glass 
No. | Globe Extension Height 


B-0171 8” x 4” 8” 18” 0. A. 


Embossed Etched Glass 


B-0172 8” x 4” 8” 18” O. A. 
Finish—No. 279 Gold Bank Bronze. 


Color of Decoration and Etching—Gray 


Plain Bracket Type 


Plain Glass 
No. Globe Extension Height 
B-0170 8” x 4” 8” 18” O. A. 


Finish—No. 279 Gold Bank Bronze 




















Ornamental Bracket Type 


Decorated Glass 
No. Globe Extension Height 
B-0267 8’ x 4” 816" AO oA 
Embossed Etched Glass 
B-0268 8” x 4” 814" 175 ORA: 
Finish—No. 279 Gold Bank Bronze. 


Color of Decoration and Etching—Gray 


Ornamental Bracket Type 


Plain Glass 
No. Globe Extension Height 
B-0266 Sada 84" Rye! 


Finish—No. 279 Gold Bank Bronze. 
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Safety Holder Feature 


“Patented” 





When the spring steel fingers in our patented holder are adjusted tight against 
the inside of the glass, their vise-like action absolutely prevents vibration. No 
glass will loosen its grip. No globe will fall from a holder equipped in this manner. 
The spring steel fingers are controlled from the outside of holder by wing head 
thumb screws. 

By specifying ‘‘Equipped with Safety Holder’’ any Kayline-Radiant Unit 
can be so obtained at a nominal extra charge. 


AVERY LIBRARY 
COLUMBIA UNIVERSITY 











